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Mounting the Amplifier 

Install the amplifier near VOLT VCR, corrputer, 
or TV monitor Lsing the screiAS provided. The 
arrplifier can be attached to the v\all, the 
baseboard, orfLmitLre. 

1. Select a location for the arrplifier. Mark the 
rroLTitirTg screw locatioTTS 97mmapar1; one 
abo\^ the other. 

2. Drill two Vie-inch holes for the screws. 

3. Insert the SLpplied screws in the holes, 
leaving about Va inch extended. 

4. Position the arrplifierwfth the keyholeslots in 
the back CN^r the screw heads. 

5. Slide the amplifier down LfTtil it is attached 
secuely to the rrocnting SLTf^e. 



Note: Do rot rroLrt the arrpi ifier on arny other 
electronic device. Stacking corrponerTts rray cause 
overheating. 

What^s Included 

4'W^y AudioA/ideo Distritxition Arrpl if ier 
2 Screws • AC Adapter 
Ouuner’s Manual 


Making the Connections 

For the best possible video signal, Lse only video cables to rraks the input and output connections for volt arrplifier. To take acK^ntage of the 
color-coded jacks on the arrplifier, use rratching color-coded Stereo AudcA/icleo Cade. Se^^ral types of corrposite, S-video, and audo cables are 
avai lade at yoLT local RadoShack store. Sarrple connections are shown below Important: Dd riot use both corrpcBitE arid S-video for iriput or output 
signals at the sarre time. Only use either corrposite or S-video for input and either corrposite or S-video for output rat both of them 

Note: Always use the shortest possidecadefbrthe connections. Do not coil extra cade nextto the arrplifier. 


INPUT VIDEO HOOKUP OUTPUT 


INPUT AUDIO HOOKUP OUTPUT 




OPTION 1 
AUDIO MONO 


OPTION 1 
AUDIO MONO 


OPTION 2 
AUDIO LEFT 


OPTION 2 
AUDIO LEFT 


AUDIO RIGHT 


AUDIO RIGHT 


1. Comectthe input device video cade. 

Z Comectthe output d^/ice video cade. 

3i Connectthe input device audo cade. 

4. Connect the output d»/ioe audo cade. 

5. Plugthe AC adapter into the AC wall outlet and 
into yoLT 4-way dstribution arrplifier. 




Stereo 
Audio Cable 


Troubleshooting 

- If you have poor or no reception on 
all the devices comected to the 
output Jacks, be sue the AC/DC 
adapter is plugged irto the arrplifier 
and into a working oudet 

- If you have poor or no reception on 
a single unit checkthe connections 
to that unit E>«change the cades to 
locate either a defective cade or 
comector. 

• If you have poor pictue quality be 
sue you are using video cades to 
rrake all the connections. 


WARNING I To reduce the risk of fire or shock 
hazard, do not expose this product to rain or moisture. 


A 

CAUTION 

A 

RISK OF ELECTRIC 
SHOCK. DO NOT 
OPEN. 

CAUTION . TO REDUCE THE RISK OF ELECTRIC 
SHOCK, DO NOT REMOVE COVER OR BACK. NO 
USER-SERVICEABLE PARTS INSIDE. REFER 
SERVICING TO QUALIFIED PERSONNEL. 


This symbol is intended to alert you to 

A the presence of uninsulated dangerous 
voltage within the product’s enclosure 
that might be of sufficient magnitude to 
constitute a risk of electric shock. Do 
not open the product’s case. 


This symbol is intended to inform you 

A that important operating and 

maintenance instructions are included 
in the literature accompanying this 
product. 
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